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1/4” Male Hex 
Universal Wrenches

7/16” Male Hex 
Universal Wrenches

Universal wrenches must not be used with impact drivers. 
Maximum operating angle is 30°.-

 Part Part Hex Shank  Socket  Socket  Nose End  Clearance
 Number Number Opening Length  Length  Diameter  Diameter Depth
 Standard Tension In. (A) In. (B) In. (C) In. (D) In. (E) In.

 KC253  1/4 3 3/4 5/8 3/8 3/8
 KC254  1/4 4 3/4 5/8 3/8 3/8
 KC256 KS256 1/4 6 3/4 5/8 3/8 3/8
 KC259  1/4 9 3/4 5/8 3/8 3/8
 KC2512  1/4 12 3/4 5/8 3/8 3/8
 KC263  5/16 3 3/4 5/8 7/16 3/8
 KC266 KS266 5/16 6 3/4 5/8 7/16 3/8
 KC269  5/16 9 3/4 5/8 7/16 3/8
 KC2612 KS2612 5/16 12 3/4 5/8 7/16 3/8
         KS1006 5/16 6 3/4 3/4 7/16 5/16
 KC273  11/32 3 3/4 5/8 1/2 3/8
 KC276  11/32 6 3/4 5/8 1/2 3/8
 KC1016  11/32 6 3/4 3/4 15/32 5/16
 KC283  3/8 3 13/16 5/8 9/16 7/16
 KC286 KS286 3/8 6 13/16 5/8 9/16 7/16
         KS2812 3/8 12 13/16 5/8 9/16 7/16
         KS1026 3/8 6 13/16 3/4 9/16 3/8
 KC293  7/16 3 7/8 5/8 5/8 1/2
 KC296 KS296 7/16 6 7/8 5/8 5/8 1/2
 KC303  1/2 3 7/8 11/16 11/16 1/2
 KC304  1/2 4 7/8 11/16 11/16 1/2
 KC306 KS306 1/2 6 7/8 11/16 11/16 1/2
 KC309  1/2 9 7/8 11/16 11/16 1/2
         KS1046 1/2 6 1 3/4 3/4 9/16
 KC1056 KS1056 9/16 6 1 13/16 13/16 9/16
         KS1059 9/16 9 1 13/16 13/16 9/16

SAE 6 Point, Standard & 
Tension Type – Ex ten sion

Standard Type Tension Type

B
CD

EA

Actual design of universal wrenches may not be exactly like pictures above.

 Part Part Hex Shank  Socket  Socket  Nose End  Clearance
 Number Number Opening Length  Length  Diameter  Diameter Depth
 Standard Tension mm (A) mm (B) mm (C) mm (D) mm (E) mm

 KC57m4  7 102 19.1 15.9 10.3 9.5
 KC57m6 KS57m6 7 152 19.1 15.9 10.3 9.5
         KS57m9 7 229 19.1 15.9 10.3 9.5
 KC68m3  8 76 19.1 19.1 11.1 7.9
 KC68m4  8 102 19.1 19.1 11.1 7.9
 KC68m6 KS68m6 8 152 19.1 19.1 11.1 7.9
         KS68m9 8 229 19.1 19.1 11.1 7.9
 KC69m6  9 152 19.1 19.1 12.7 7.9
 KC610m3  10 76 20.6 19.1 15.1 9.5
 KC610m4  10 102 20.6 19.1 15.1 9.5
 KC610m6 KS610m6 10 152 20.6 19.1 15.1 9.5
 KC610m9 KS610m9 10 229 20.6 191. 15.1 9.5
 KC610m12  10 305 20.6 19.1 15.1 9.5
 KC711m6 KS711m6 11 152 23.8 22.2 15.9 10.3
 KC712m3  12 76 23.8 22.2 17.5 10.3
 KC712m6  12 152 23.8 22.2 17.5 10.3
 KC712m9  12 229 23.8 22.2 17.5 10.3
 KC713m3  13 76 25.4 22.2 17.5 11.9
 KC713m6 KS713m6 13 152 25.4 22.2 17.5 11.9
 KC713m9 KS713m9 13 229 25.4 22.2 17.5 11.9

Metric 6 Point, Standard & 
Tension Type – Ex ten sion

 Part Part Hex Shank  Socket  Socket  Nose End  Clearance
 Number Number Opening Length  Length  Diameter  Diameter Depth
 Standard Tension In. (A) In. (B) In. (C) In. (D) In. (E) In.

 KB436  3/8 6 13/16 5/8 7/32 7/16
         KT446 7/16 6 7/8 5/8 5/8 1/2
 KB453  1/2 3 7/8 11/16 11/16 1/2
 KB454  1/2 4 7/8 11/16 11/16 1/2
 KB1046 KT1046 1/2 6 1 3/4 3/4 9/16
 KB2026 KT2026 1/2 6 1 7/8 11/16 15/32
            KT2029 1/2 9 1 7/8 11/16 15/32
 KB20212 KT20212 1/2 12 1 7/8 11/16 15/32
 KB3179 KT3179 1/2 9 1 1 11/16 7/16
 KB1053  9/16 3 1 13/16 13/16 9/16
            KT1056 9/16 6 1 13/16 13/16 9/16
            KT1059 9/16 9 1 13/16 13/16 9/16
         KT10512 9/16 12 1 13/16 13/16 9/16
         KT2036 9/16 6 1 1/16 7/8 3/4 17/32
 KB2039 KT2039 9/16 9 1 1/16 7/8 3/4 17/32
 KB20312 KT20312 9/16 12 1 1/16 7/8 3/4 17/32
         KT3186 9/16 6 1 1/8 1 3/4 9/16
 KB31812  9/16 12 1 1/8 1 3/4 9/16
 KB2056 KT2056 5/8 6 1 1/8 7/8 7/8 19/32
 KB20512 KT20512 5/8 12 1 1/8 7/8 7/8 19/32
 KB3206 KT3206 5/8 6 1 3/16 1 27/32 5/8
         KT3209 5/8 9 1 3/16 1 27/32 5/8
         KT32012 5/8 12 1 3/16 1 27/32 5/8
 KB3216  11/16 6 1 1/4 1 1 11/16
 KB3223  3/4 3 1 1/4 1 1/8 1 1/8 11/16
 KB3226 KT3226 3/4 6 1 1/4 1 1/8 1 1/8 11/16
         KT3229 3/4 9 1 1/4 1 1/8 1 1/8 11/16

SAE 6 Point, Standard & 
Tension Type – Ex ten sion

Standard Type Tension Type

B
CD

EA

Actual design of universal wrenches may not be exactly like pictures above.

 Part Part Hex Shank  Socket  Socket  Nose End  Clearance
 Number Number Opening Length  Length  Diameter  Diameter Depth
 Standard Tension mm (A) mm (B) mm (C) mm (D) mm (E) mm

 KB610m6 KT610m6 10 152 20.6 19.1 15.1 9.5
         KT610m9 10 229 20.6 19.1 15.1 9.5
         KT610m12 10 305 20.6 19.1 15.1 9.5
 KB711m6  11 152 23.8 22.2 15.9 10.3
 KB713m3  13 76 25.4 22.2 17.5 11.9
 KB713m6 KT713m6 13 152 25.4 22.2 17.5 11.9
 KB713m9 KT713m9 13 229 25.4 22.2 17.5 11.9
 KB713m12  13 305 25.4 22.2 17.5 11.9
 KB714m6 KT714m6 14 152 27.0 22.2 19.1 13.5
         KT714m12 14 305 27.0 22.2 19.1 14.3
         KT715m6 15 152 27.0 22.2 19.1 14.3
 KB815m6 KT815m6 15 152 28.6 25.4 19.8 14.3
 KB815m9 KT815m9 15 229 28.6 25.4 19.8 14.3
 KB815m12 KT815m12 15 305 28.6 25.4 19.8 14.3
 KB816m6 KT816m6 16 152 30.2 25.4 21.4 15.9
 KB816m9 KT816m9 16 229 30.2 25.4 21.4 15.9
            KT816m12 16 305 30.2 25.4 21.4 15.9
            KT817m6 17 152 31.8 25.4 25.4 17.5
 KB817m12     KT813m12 17 305 31.8 25.4 25.4 17.5
 KB818m6 KT818m6 18 152 31.8 25.4 25.4 17.5
            KT818m9 18 229 31.8 25. 25.4 17.5
            KT818m12 18 305 31.8 25.4 25.4 17.5
 KB1019m6 KT1019m6 19 152 34.9 31.8 26.2 16.3

Metric 6 Point, Standard & 
Tension Type – Ex ten sion


